D-SUB CRIMP FEMALE

MATERIAL
Insulator 1:
Insulator 2:

PBT UL 94-V0
NYLON 66 UL 94-V0

Lo
Color: Black, Blue or White o A+0. 95
Contact: Brass t=0. 20mm Hi B0, 25 S
Contacts Plating: Gold plated e - s S 17. 5040. 25
Shell: Cold rolled steal t=0.40mm ] B C+0. 25 N 589
Front-shell Plating: Nickel plated
Back-shell Plating: Tin plated 3 (0000000000000 ) ﬂl’:
upogoooooooqu
SPECIFICATIONS 5 77 0 5.9040. 25
Temperature range: -55°C ~ +105°C [nsulator 1 09 : 232
C : e 6. 80+0. 25
Current rating: 1. 0A Max. |- 568
Dielectric withstand voltage: 500V AC el
Insulation resistance: 1000 MQ Min.
Contact resistance: 0.03Q Max.
Order Information Front-shell
R 7700-xx F x
T2 315 e
1. RoHS Sls ) Back-shell
2.Series -l
3.Pin No. Insulator 2/
4.Female
5.Color=A:Black G:Blue J:White
Dimensional Information
Circuits Dim. A Dim. B Dim. C

09 30. 80(1. 213) 25.00(0. 984) 16. 30(0. 642)

15 39. 20(1. 543) 33. 32(1.312) 24.70(0.972)

25 53. 05(2. 089) 47.04(1.852) 38.40(1.512)

37 69. 40(2. 7132) 63. 50(2. 500) 54.80(2.157)

Sunny Young Enterprise Co., Ltd. S001 NAME DATE  |SCALE: 1:1 |REV NO| DATE DESCRIPTION BY [CHECKED| TOLERANCE UNLESS NOTED
S.Y.E. http://www. sunnyyoung. com. tw ‘ ] . +
13F. . No. 116, Sec. 1, Xintai 5th Rd., Xizhi Dist.,New Taipei City 221, Taiwan DRAVN RALF 2019.03.18 |UNIT: mm(in. )}~ A LINEARS go ;g Zgig;zi
Tel:+886 2 2696 1668(REP) Fax:+886 2 2696 2668 CHECKED EASON 2019.03.18 CAD NO B 00040, 10¢. 004)
PART NO R7700-xxFx APPROVED | APPLE | 2019.03.21 | R7700-xxFx | C PROJECTION: =

| 2 | 3 4




| | 2 3 4
MATERIAL
Insulator 1: PBT UL 94-V0
[nsulator 2: NYLON 66 UL 94-V0
Color: Black, Blue or White
Contact: Brass t=0. 20mm -
Contacts Plating: Gold plated N
Shell: Cold rolled steal t=0.40mn = A0. 25
Front-shell Plating: Nickel plated SE <l B+0. 25 \§%
Back-shell Plating: Tin plated SR C£0. 95 & v 17.770+0. 25
Nut: Brass, Nickel plated = = w, - 697
SPECIFICATIONS O oy sesese | & ﬂl[
Temperature range: -55°C ~ 4105C 5 77 Lo 5.90+0. 25
Current rating: 1. 0A Max. Insulator 1 S 2 232 6. 800 2'5
Dielectric withstand voltage: 500V AC Al e
Insulation resistance: 1000 MQ Min. i '
Contact resistance: 0.03Q Max. - *
NS Front-shell
Order Information —
R 7300-xx ¥ x LUuuuuUguy
1 2 345 Back-shel
1. RoHS /
2.Series /
3. Pin No. Insulator 2
4. Male
5.Color=A:Black G:Blue J:White
Dimensional Information
Circuits Dim. A Dim. B Dim. C

09 30. 80(1. 213) 25.00(0. 984) 16. 92(0. 666)

15 39. 20(1. 543) 33. 32(1.312) 25.25(0.994)

25 53. 05(2. 089) 47.04(1.852) 38.96(1.534)

37 69. 40(2. 7132) 63. 50(2. 500) 55. 42(2.182)

Sunny Young Enterprise Co., Ltd. S001 NAME DATE  [SCALE: 1:1 |REV NO| DATE DESCRIPTION BY [CHECKED| TOLERANCE UNLESS NOTED
S.Y.E. http://www. sunnyyoung. com. tw B .
13F., No. 116, Sec. 1, Xintai 5th Rd., Xizhi Dist.,New Taipei City 221, Taiwan DRAWN RALF 2019.03.18 |UNIT: mm(in. )| A LINEARS go ;g Zgzg;zi
Tel:+886 2 2696 1668(REP) Fax:+886 2 2696 2668 CHECKED EASON 2019.03.18 CAD NO B - 00040, 10¢. 004)
PART NO R7700-xxMx APPROVED | APPLE | 2019.03.21 | R7700-xxMx | C PROJECTION: =
1 2 | 3 4




| | 2 3 4
MATERIAL
Insulator 1: PBT UL 94-V0
Insulator 2: NYLON 66 UL 94-V0 Lo
Color: Black, Blue or White = A+0. 95
Contact: Brass t=0. 20mm N B0 25 S
Contacts Plating: Gold plated ©R Sl — oy Y 17. 5040. 25
: = N | C+0. 25 N bl
Shell: Cold rolled steal t=0.40mm = zU. % 689
Front-shell Plating: Nickel plated
Back-shell Plating: Tin plated ®) (0000000000000 )
Nut: Brass, Nickel plated \§°9°°°°°°°°%j
o 5.90+0. 25 |

SPECIFICATIONS Insulator | 2. T1 > 73

) _EES 9 109 < 6. 80+0. 25
Temperature range: 55°C ~ +105°C i 563
Current rating: 1. 0A Max. :353 '
Dielectric withstand voltage: 500V AC Lo
Insulation resistance: 1000 MQ Min. ;;
Contact resistance: 0.03Q Max. Xl

== Front-shell
Order Information ~
R 7702-xx F x T
1 2 345 IRy LJ—U\ Back-shell
1. RoHS a
2. Sgrles Insulator 2/
3.Pin No.
4.Female
5.Color=A:Black G:Blue J:White
Dimensional Information
Circuits Dim. A Dim. B Dim. C

09 30. 80(1. 213) 25.00(0. 984) 16. 30(0. 642)

15 39. 20(1. 543) 33. 32(1. 312) 24.70(0.972)

25 53. 05(2. 089) 47.04(1.852) 38.40(1.512)

37 69. 40(2. 7132) 63. 50(2. 500) 54.80(2.157)

Sunny Young Enterprise Co., Ltd. S001 NAME DATE  [SCALE: 1:1 |REV NO| DATE DESCRIPTION BY [CHECKED| TOLERANCE UNLESS NOTED
S.Y.E. http://www. sunnyyoung. com. tw B .
13F., No. 116, Sec. 1, Xintai 5th Rd., Xizhi Dist.,New Taipei City 221, Taiwan DRAWN RALF 2019.03.18 |UNIT: mm(in. )| A LINEARS go ;g Zgzg;zi
Tel:+886 2 2696 1668(REP) Fax:+886 2 2696 2668 CHECKED EASON 2019.03.18 CAD NO B 00040, 10¢. 004)
PART NO R7702-xxFx APPROVED | APPLE | 2019.03.21 | R7702-xxFx | C PROJECTION: =
| 2 | 3 4




| | 2 3 4
MATERIAL
Insulator 1: PBT UL 94-V0
[nsulator 2: NYLON 66 UL 94-V0
Color: Black, Blue or White
Contact: Brass t=0. 20mm -
Contacts Plating: Gold plated N
Shell: Cold rolled steal t=0.40mn < A0. 25
Front-shell Plating: Nickel plated BB < B+0. 25 @Q%
Back-shell Plating: Tin plated = C10. 95 IS W 17.70+0. 25
Nut: Brass, Nickel plated = ™ = N - 697
1 N
SPECIFICATIONS G ©090°990000009, /®/
Temperature range: -55C ~ +105C 5 77 o 5. 90+0. 25
Current rating: 1. 0A Max. Insulator 1 e ; 232 6. 8040 2'5
Dielectric withstand voltage: 500V AC Hie ey
Insulation resistance: 1000 MQ Min. G '
Contact resistance: 0.03Q Max. *
Front-shell
Order Information
37302_§M§ gyl yy
1 2 345 1D UDN Back-shell
1. RoHS 1o /
2.Series = /
3. Pin No. g = Insulator 2
4. Male = =
5.Color=A:Black G:Blue J:White
Dimensional Information
Circuits Dim. A Dim. B Dim. C

09 30. 80(1. 213) 25.00(0. 984) . 92(0. 666)

15 39. 20(1. 543) 33. 32(1.312) . 25(0.994)

25 53. 05(2. 089) 47.04(1.852) .96(1.534)

37 69. 40(2. 7132) 63. 50(2. 500) .42(2.182)

Sunny Young Enterprise Co., Ltd. S001 NAME DATE |SCALE: 1:1 |REV NO| DATE DESCRIPTION BY [CHECKED| TOLERANCE UNLESS NOTED
S.Y.E. http://www. sunnyyoung. com. tw B .
13F., No. 116, Sec. 1, Xintai 5th Rd., Xizhi Dist.,New Taipei City 221, Taiwan DRAWN STEVEN | 2014.01.03 |UNIT: mm(in. ) LINEARS go ;g Zgzg;zi
Tel:+886 2 2696 1668(REP) Fax:+886 2 2696 2668 CHECKED SEAN 2014. 01. 03 CAD NO - 00040, 10¢. 004)
PART NO R7702-xxMx APPROVED | TINA | 2014.01.06 | R7702-xxMx PROJECTION: =
1 2 | 3 4




D-SUB TERMINAL 17. 1540. 15

| 675
SPECIFICATIONS
Material: Brass
Thickness : 0. 20mm "2 “
Plating : Semi-gold , Semi-nickel plated - Qo < <
Applicable wire : AWG 24 ~ AWG 26 ] I ERE =2 =|E
= e
Order Information g >__ s _ 1
R 7703-F-B I
1 2 345 . .
1. RoHS = -
2.Series No.
3.Female
4.Brass 1o o
5.Semi-gold , Semi-nickel plated T = —
35
IS 0| 1. 75+0. 15
™~ —|< 069
N
2.2 1.7 i )
087 | .067| WFHEJ —
U SE S % 7. 85+0. 15
= NS .309
SECTION A-A SECTION B-B =
14. 6520. 20
577
Sunny Young Enterprise Co., Ltd. T041 NAME DATE |SCALE: 1:5 |[REV NO| DATE DESCRIPTION BY [CHECKED| TOLERANCE UNLESS NOTED
S.Y.E. http://www. sunnyyoung. com. tw B .
13F. , No. 116, Sec. 1, Xintai 5th Rd.,Xizhi Dist.,New Taipei City 221, Taiwan DRAWN YXF 2008.10.28 | UNIT: mm(in. ) A LINEAR+ go ;g ?82282
Tel:+886 2 2696 1668(REP) Fax:+886 2 2696 2668 CHECKED PIQI 2008. 10. 28 CAD NO B - .000;0. 05(. 002)
PART NO R7703-F-BH APPROVED|  MARS | 2008.10.28 | R7703-F-BH C PROJECTION: =}

| 2 | 3 4




1 2 3 4
19. 04+0. 20
SPECIFICATIONS 0T
Material: Brass
Thickness : 0. 20mm — -
Plating : Semi-gold , Semi-nickel plated - -
Applicable wire : AWG 24 ~ AWG 26
R
EI=——
Order Information N
R 7703-M-B H ol Sz
1 2 345 - - —8 — =
AN
1. RoHS = =
2.Series No.
3. Male
4.Brass
5.Semi-gold , Semi-nickel plated —
Lo
- - 1.7040. 15
< = 067
o ; =+
2 2.2 BE 17 %ﬁ -
o 087 =l ~—067| I | | R | | S D)
;5 f; ole o 5.04+0. 15 8.30+0. 15
A D e 198 327
\.0. 80 0.75 = =)
031 030 15. 0440. 15
SECTION A-A SECTION B-B 592
Sunny Young Enterprise Co., Ltd. T041 NAME DATE |SCALE: 1:5 |[REV NO| DATE DESCRIPTION BY [CHECKED| TOLERANCE UNLESS NOTED
S.Y.E. http://www. sunnyyoung. com. tw B .
13F., No. 116, Sec. 1, Xintai 5th Rd., Xizhi Dist.,New Taipei City 221, Taiwan DRAWN YAF 2008.10.31| UNIT: mm(in. ) A LINEAR+ go ;g ?82282
Tel:+886 2 2696 1668(REP) Fax:+886 2 2696 2668 CHECKED | P1az 2008.10.31]  CAD NO B T 0000, 03¢ 002)
PART NO R7703-M-BH APPROVED| ~ maRs | 2008.10.31 R7703-M-BH C PROJECTION: =}
| 2 | 3 4




